Page 1 (No. of pages:= 2) VALVE BLECTRONIC
MINISTRY OF SUPPLY (ICD) . (NU18, AUL, VU113) CV' l I3

bpeciflcé.tlon MAP/CV‘l‘M}/ Issue 4 SECURITY
— Dated 16.9.47. Spec
o Specification Valve
To be read in conjunction with : IQTRTE
K1001 ignoring clauses: 5.2, 5.8 'RESTRICTE,D UNCIASSIFIED
~—— Indicates a change
TYPE OF VALVE - High Vacuum Half-
Wave Rectifier = MARKING
CalhiGlls - Directly heated - ' C See K100t /i
— ENVELOPE - Glass-unmetallised
PROTOTYPE - U7
Note Bl
Filawent Voltage (V) | &0 Pin Electrode
Filament Current (A) ] 1.0
Max.Applied R.M.S. , 1 No connection
Voltage (W) | 2.5 2 No connection
Max. Working Peak » 3 | Filanent
Inverse Voltage (kv) | 6.5 b Filament
Max, No Load Peak T.Co | Anode.
Inverse Voltage (W) | 7.0
Max. Mean D,C, Qut- M
put Current {(ma) | 30 See K1001/AT 1
Max. Peak Anode : /AL/D5s
. Current (md) | 200 DIMENSIONS
Max, Reservoir Con-
denser () | 1.0 See K1001/AI/D1.
Min., Limiting Resistance ; v
' Dimensions Min, | Max,
introduced externally(Q) | 2,000 Ao
(Ratings apply to A (mm) 132 140
condenser input filter B (o)) -] 50.%
and 50 c.p.s. supply) ‘
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To be performed in addition to those applicable in K1001.

TESTS
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2500V, ReMsSe
Frequency 50
CePo Se DsCo
Load Current
30mA. Reser-
voir Condenser
1 uF. Effec~
tive resistance
introduced ex=-
ternally
40000

Run 1 minute,
reject for
sof tness or
persistent
flashover.

Test Conditions Test Linits No.
Min. Max, [Tested
13 Va ]
a | 4e0A.C - It (4) | 09 1.1 100%
or D.C : or S
b | 4e0AsCe 50 DeCe Ia (ma) 55 - | 100%
1 or D.C
Lo 4+ 0A.C. | Input Voltage Load Teat, 100% -




