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VALVE MS&ROEXC CVE 2@3

ADMIRALTY SIGNAL ESI: (vuB)
Specifieation AD/C /5 % SR
Dated 2107047 ‘ N Specification Valve
To be read in conjunc? ith K100, - :
ignoring clauseste ... 5.8 and 7.2, | Restrioted | Unclassified
TIPS OF YALVE:= Half-:ave, Mercury- m
Vapour Rectifier.
GATHODE : - Directly Heated. See K1001/4a1.
ENVELOPE: - Glass, Unmetallisede '
FPROTOTVPE: - BG1 = 125 BASE
Medium Edison Screw
RATING See K1001/AIV/Di3e2,
_ Note | Pin Electrode
Filament Voltage Ev 2.0 ead Filament
Filament Current A} 5.0 ton) Pilament
MaxoApplied Va (v,Ris 1,250 T.C. Anode
Max.Rectified Ia (mAY 125
Max,Peak Inverse Va ,000] A 20F_Cap
Max.Peak Ia 600 See X1001/AT/D5. b
s DIMBNSTONS
" NOTE See K1001/4T/Dts
Ae At 150 o/s Max. 2imension 1 Min, ]
A mm - 155
B mm - 55
A PACKAGING
See K1005,
IBSTS |
To be perfommed in addition to those applicable in K1001,
. N ) 1 Noe
Test Conditions Test Limits
_ ‘ M Maz, Tested
a VE = 2,0 ¥ If (a Q0 | 5.5 100%
b |Valveas to be tested in a bi- Valves to |
phase half-wave cirowit. |; ~o moet | be rejectsd 100%
Vf = 200 V, Va = 1,5 kV v for persige
RM.S. 8t 50 o/s DC load sent flashe
(nominal) = 250 mA per pair,
Run for one minute, overs
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