
Apollo 

APOLLO LEAD TYPE MIATURE HIGH VOLTAGE 
DIRECTLY HEATED VACUUM RECTIFIERS 

TAIYO 
ELECTRONICS 
CORPORATION 

Those tubes are used as high 
voltage focus rectifiers in color, 
black and white television receivers 
specially designed small size sets 
and oscilloscopes. 
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Dimensions: 

(in mm Type_ I SK 2 4 f I DK 1 I DK2941 5642 5642B 
Total Length (max.) (L) 53 72 

P"

8 100 88 

Top Lead Length (min.) (21) 20 10 20 

Glass Length (max.)(22) 
a 

32 ?k0 52 38 

Lead Length (min.) (23) 0 30 C')30 38 30 

Glass Diameter (Max.) (D) /ya 7.2 10.2 10.2 10. 16 10.2 

Weight Gr. 0 65 3 3.2 4.2 3.2 

z 23

Characteristics: 

Type I SK?' I DK I I DK29 s 5642 5642B 
Max. Ratings: Peak Inverse Voltage KV 4.5- i 8 9 

~n/ 
10 10 

Average Plate Current kA l 200 20 250 250 250 
Peak Plate Current mA /5 20 ' : 35 35 
Tube Voltage Drop for Plate Current V/mA 0.5 100/ 5 1 6 100/ 8 100/ 8 
Filament Voltage acV (' 0.7 0.7 9 I .25 I .25 
Filament Current A 0.07 0.2 0.2 0.2 0.2 ♦

75 

Direct Intelectrode Capacitance pF {' ,I 0.25 0.65 0.65 0.6 0.6 
Frequency of Supply Voltage (Mn) K0' 5 5 t " 5 5 5 

Brightness Control Circuit 

Applications: 

High Tension Rectifying Circuit 
H —) 

Focus Grid 

Braun 
Tube 
Anode 

SOLD BY: 

TAIYO ELECTRONICS CORPORATION 
Electronics parts and equipment 
Head Office: 5-1, Togoshi 6-chome, Shinagawa, Tokyo 

P.O. Box 73, Shinagawa, Tokyo. 
Cable: APOLLOHAGITA TOKYO 

Ohi Works: 7-11, Higashi-Ohi 4-chome, Shinagawa, Tokyo, 
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